
 
 

CUSTOMER SPECIFICATION #8210 Leather Gloves 
 
 

Product Nomenclature 
 

Manufacturing Glove Code: 8210 
Manufacturing Glove Name: Not Applicable 

Product Description 
 

 

 
 
 
Product Class: Leather Drivers Gloves 
Lining Composition: Unlined 
Coating Composition: Not Applicable 
Leather Details: Standard Grain Cowhide Drivers 
with Shirred Elastic Back and Keystone Thumb 
Design 
Sizes: Small – 3xExtra Large 
Packaging: 12 pairs/inner polybag, 120 pairs/case 
Exterior Finish: Not Applicable 
Cuff Type: Slip-On Style 
Overedge: Fabric Hem to designate color 
Overall Length: 27 cm. 
Glove Markings: Not Applicable 
 

Characteristics & Applications 
 
           

 Standard Grain Cowhide for added durability 

 Drivers styles provides protection for the back of 
the hand and knuckles 

 Grain Cowhide construction offers comfort and 
dexterity. 

 Applications: Construction, Light-Medium 
Fabrication, Lumber Industry, Steel & Iron Work, 
Handling Rebar    

Typical Performance Values 
 

Leather Thickness: 1.0 mm. 
CE EN 388: Intermediate Risk 

Quality Not Applicable 

Shelf Life Five Years  

Country of Origin India 

Originator Scott M. Laxton/Vice President-Marketing 

Date February 3, 2013 

 
 
 

 

Corporate Headquarters: 
2085 W.E. Freeman Drive 
Memphis, TN. 38114  
Phone 901-458-5030 
Fax 901-458-3343 
 

West Coast Office: 
4451 Eucalyptus Avenue 

Chino, CA 91710 
Phone 909.590.2679 

Fax 909.590.3130 


