
  

  
CUSTOMER SPECIFICATION #LX7605 Leather Gloves  

  

  

Product Nomenclature  
  

 Manufacturing Glove Code: LX7605 
Manufacturing Glove Name: Not Applicable  

Product Description  
  

  

  

  

  
Product Class: Leather Welders Gloves  
Liner Composition: Flame Resistant Sock Lining  
Coating Composition: Not Applicable  
Leather Details: Shoulder Split Cowhide, Fully Welted  
Seams, Wing Thumb Design  
Sizes: Men’s Extra Large  
Packaging: 12 pairs/inner polybag, 72 pairs/case  
Exterior Finish: Not Applicable  
Cuff Type: Gauntlet Style, One Piece Back 
Construction Overedge: Self Hem Overall Length: 40 
cm.   
Glove Markings: Not Applicable  
  

 

 

Characteristics & Applications 

  

            

  • Shoulder Cowhide for added durability  
• Full leather back provides protection for the back of the 

hand and knuckles  
• Applications: Construction, Light-Medium Fabrication,  

Lumber Industry, Steel & Iron Work, Handling Rebar     

Typical Performance Values  
  

 Leather Thickness: 1.5-1.5.0 mm. 

CE EN 388: Intermediate Risk  

Quality   Not Applicable  

Shelf Life   Five Years   

Country of Origin   China  

  
 
Mailing Address: 
Eastern Glove & Safety 
P.O. Box 1484 
Havertown, PA 19083 

 
 

 
Shipping Address: 

900 Calcon Hook Road 
Sharon Hill, PA 19079 

 sales@easternglove.com 
www.easternglove.com 
Phone: 610-324-4595 

Fax: 610-446-1143 
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